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Date 10/27/2015

To: Navigation Interests From:

WIDTH 

(feet)

LENGTH 

(miles)

DEPTH 

(feet)

Daniel Island Reach

1342+77 to 1412+71 09-01-2015 880 1.30 45 45.4 47.5 46.4 37.2

Daniel Island Bend

1412+71 to 1440+86 09-01-2015

800

700 0.50 45 35.0 49.7 51.0 39.0

Clouter Creek Reach

1440+86 to 1509+08 09-01-2015 600 1.30 45 44.7 48.2 47.7 41.8

Navy Yard Reach

1509+08 to 1566+65 09-01-2015

600

700 1.10 45 45.8 47.5 46.0 42.7

North Charleson Reach

1566+65 to 1615+95 09-01-2015

500

600 0.90 45 45.3 49.5 49.0 40.2

Filbin Creek Reach

1615+95 to 1664+72 09-01-2015 500 0.90 45 41.7 48.2 48.5 42.5

Port Terminal Reach

1664+72 to 1701+35 09-01-2015 600 0.70 45 39.1 47.7 49.1 38.7

Ordnance Reach

1701+35 to 1720+83 09-01-2015 600 0.40 45 39.5 40.6 41.6 46.0

Ordnance Reach T.B.

1698+65 to 1720+83 09-01-2015 800 0.40 45 46.3 40.4 36.5 36.5
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ENG FORM 4020-R, NOV 1990 EDITION OF JUL 59 IS OBSOLETE (Proponent: CECW-OM)


